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Question 1 of 10

Pneumatic nailers are to be inspected daily
prior to use.

Correct answer: (A)

Selected answer: (A)

A) True

B) False

Question 2 of 10

Pneumatic nailer hazards include nail
ricochet, and nails hitting the operator or
someone else.

Correct answer: (A)

Selected answer: (A)

A) True

B) False

Question 3 of 10

The operator should be familiar with the
manufacturer instructions for the nailer and
follow them.

Correct answer: (A)

Selected answer: (A)

A) True

B) False

Question 4 of 10

Hands and other body parts must be a safe
distance away from the nailer at all times.

Correct answer: (A)

Selected answer: (A)

A) True

B) False



Question 5 of 10

It is ok to leave the air hose attached to the
nailer when it is not in use or unattended.

Correct answer: (B)

Selected answer: (B)

A) True

B) False

Question 6 of 10

Wearing eye protection while operating a
nailer is optional.

Correct answer: (B)

Selected answer: (B)

A) True

B) False

Question 7 of 10

It is ok to remove the safety spring and
other safety devices.

Correct answer: (B)

Selected answer: (B)

A) True

B) False

Question 8 of 10

No one should be on the other side of a wall
that is being nailed.

Correct answer: (A)

Selected answer: (A)

A) True

B) False

Question 9 of 10

When using a nailer, It is important to have
proper footing and to not overreach.

Correct answer: (A)

Selected answer: (A)

A) True

B) False

Question 10 of 10

If a pneumatic nailer is defective, it should
be tagged “Do Not Use” and removed from
service

Correct answer: (A)

Selected answer: (A)

A) True

B) False


